600 (24) min.
1.8 m(6') max. '/—TOD of post

Reflector unit to be

placed on this surface
and at top of post

SPACING FOR DELINEATORS
ON HORIZONTAL CURVES

n
1!

1 Delineators shall be placed PR
n 1! 600(24) from break point sggg'%%;gngdég':s:
1 Grod fE \— ondoll hln'rerchonge romﬁs m
. rade o _ | and wherever pavemen Radi i
Curb section :: pavement ofx superelevation exceeds 6% ofccul;i?/e oip%ﬁlp\?e (Feet)
Pavement 1 edge - m m Ist. 2nd. 3rd.
" (Feet) (Feet) |Space Space Space
1 'x Metal post Less than 30 5 10 20 40
1 | type C (100) 20) (40) (65) (125)
I Py - 54 10 20 25 55
— 1 S| (100 - 174) 30 (60) (90) (180)
1 @ 55 - 69 10 20 35 60
1 1! 115 - 224 (35) [§()] (110) (200)
u ! U J 70 - 84 10 25 40 60
(225 - 274) 40) (85) (125) (200)
85 - 104 15 30 45 60
SECTIONAL VIEW @75 - 349 (50) 95 145 (200)
105 - 134 15 35 50 60
(350 - 449) (55) 110) (170) (200)
Two single white reflector units 135 - 164 20 40 60 60
(placed back to back, one on each (412% - '-;’;;3) “253) “4255) (lgg) (26000)
B e K oJdway on (550 - 649) G0 |aid  @o» 200
: 200 - 229 25 45 60 60
(650 - 749 (75) (150) (200) (200)
I —— - g - 230 - 259 25 50 60 60
BAVAENENE == R -~ (750 - 849) (80) (165) (200 (200)
e e L0t 260 - 289 25 55 60 60
et et e te e (850 - 949 (85) (175) (200) (200)
= = 290 - 319 25 55 60 60
(950 - 1049) (30) (185) (200) (200)
Single white reflector units to mark 320 - 394 30 60 60 60
roadway on tangent and on curves. (lgag - ]6%999) (1‘%)) (260(?) (26000) (29%0)
(1300 - 1999) (125) (200) (200) (300)
R A AT S I
(2000 - 2999 (150 (200) (200) (300)
PLAN - TWO-WAY ROADWAYS 915 - 1219 55 60 90 90
(3000 - 3999 (175) (200) (300 (300)
1220 or greater 120 120 120 120
(4000) (4001 (400) (400) (400)
GENERAL NOTES
Double Delineators on tangent sections of main
line roadways shall be placed at 120 m (400"
-l -l -l -l - spacing. Delineators on ramps and acceler-
i : :
T e e e T e s I ation and deceleration lanes shall be placed
Clas e e e T e e T - A - at a maximum spacing of 30 m (100,
e e e A / RN Refer to Standard 720011 for details of
N metal post.
Single white reflector units shall be placed continuously N
at 120 m (400-foot) intervals on main-line roadways. Double white reflector units shall be used
N to mark the right side of all acceleration
P e L e e e e N sy I e e and deceleration lanes (double amber for
e e e e T TS e e R A — . the left side of left-hand acceleration
oy e e S L A 5 | e and deceleration lanes). Single delineators
O R R r AT AR T e 3 = s shall be used to mark ramps, white on the
N - - - . L right side and yellow on the left. Delin-
eators shall be used on ramps to mark the
Double outside of all curved sections.
PLAN - DUAL HIGHWAYS All dimensions are In milimeters (inches)
unless otherwise shown.
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